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ZUELLIG BUILDING

Thefirst platinum LEEDbuildingin the Philippines TheZuelligBuilding,a new 33-story office tower, brings

together a superblocation, world classdesignand greentechnologieso becomeMetro Ma n i gdremiers
businessaddress Theproductswe hadusedare:
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1. Ronacrete — Water Proofing

* a Monoprufe WP — isahighperformancecoldappliedcementitiouswaterproofing membrane

Monoprufe WPis highlyelasticwhichcanaccommodatenovementand cracks
within the substrate

b. Unidri Super 20 — Unidri Super20is a surfaceappliedcementitiouswaterproofingslurrywhich
actively sealsrenderandconcreteagainstthe passageof water. Unidri Super20
penetratesthe concreteand combineswith the alkalisilicateswater andfree
calciumpatrticlesto form syntheticcrystals

c. Ronafix Mix A1 - isa mixdesignfor site batchedmortarincorporatingRonafix Themix designincludes4s litres of Ronafix
for eachcubic metersof mortar produced Thismix designis suitablefor applicationssuchasflooring
andbonding

d. Ronafix EFC - is prepackedfairing coat whichis appliedasa skimcoat in thicknessesip to 3mm to provide a smooth,

hardfinishto damagedblemishedandrepairedexternalconcretesurfacesRonabondEFds alsoused
asa smoothingmortar prior to the applicationof protectivecoatingsand paints Thematerialis supplied
in preblendedform whichcanbe mixedby handor machine

2. Carboline Epoxy Coating

* a.Carboguard959- Asolventfree seltlevelingepoxycoatingspeciallydesignedor flooringapplicationsHas
excellentflow andwetting characteristicsit providesexcellentappearanceavith exceptionally
goodadhesiono substrate
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3. Carboline Tank Lining Systems

a.Carboguard 703 -

Ultra highbuild, airlessapplied,solventfree coatingfor useon steelandconcretesubstrates

Widely used as a splashzone coating on marine installations, tank lining in petroleum services
andfor protection of buriedpipelines It hasextremelygoodimpactandabrasionresistance

and abrasionresistanceand is suitable for variety of heavy industrial applications Approved for
potablewater servicesdry WQC UK

4. Deckshield Carpark Systems
*  a.Deckshield ID - is a flexible polyurethanecar park deck coating systemproviding a colourful watertight,

5. Seal Hard -

wearing for intermediate decksof multi storey and basementand other trafficable
suspendedloors.

penetrates concretesurfacesto seal,densify hardenand waterproof them. It is a propriety,
colorlesschemicalsolution that increases the wear surface strength of concrete floors
subjectedto pedestrianand vehicletraffic. SealHardloors last longer, costlessto maintain,
are safeto use, and are guaranteedto resistdustingfor yearsafter application It is VOC
compliant,oderless environmentallysafeand simpleto apply
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Other systems being propose — carpets & vinyl at executive office and lobbies

Nylon Floor Covering System that is engineered for life. Straight-sgand

Flotex -
Fibers that is Statresistant, LEED certified by British Allergy Foundation.
Beaulieu Commercial - LEEExertified Nylon Carpets which uses 85% pasmtsumer material for
its tile backing and haBuralexodor neutralizer feature which removes
stale odor in a room by breaking down airborne pollutants.
Karndean - Manufacturer of luxury vinyl flooring. Realistic wood tones, textures and

grains offers enviable quality.
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Other systems being propose for Kitchens and Rest Rooms

* Flowcrete -

e Stonhard -

A Hygeni¢ seamless andunctional
polyurethaneflooring system.

A U.S. Green Building certified epoxy
mortar flooring system for Commercie

and Industrial flooring application.
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GREEN BUILDING MATERIAL LEED DATA FORM

Project : Proposed APS House Gebu Phase 1 (Aegis PeopleSupport)
Architect : PRSP Architects

CSI Specification

Section : Product ‘Carboguard 1340+703
Supplier/Sub-contractor Performance Flaors Tpéandfacurer :Stoncor—-Dubai

Contact : Carln D ¥Yilla Contact ‘BRory Hume

Tel. No. : R66=-1122 to 27 Tel. No. (02) RAA-1033/11272
Fax No. : RAA-1036 Fax No. (02) 866=1036

WANW. ‘www hpfi com.ph WWAW. : hofi 1

Product Certification

Tick applicabie credit compliance and fill out the required information.

[:] A portion of this product extracted, harvested or recovered (source i.e. mining site), as well as manufactured
{i.e. plant) within 500miies {600km) of the project site.

Raw materials City or Town/Province Distance (mi/km) Encircle Unii used)
N/A M/A N/A

NB: Verificetion latter from the manufecturer must be elfached. Materials in C5i Sections 2-10 contribute to this credit.

MR ¢7 - CERTIFIED WOOD
The product has wood-baset materials,

[T The product is FSC certified.

Component Chain-of-Custody (COC) Certificate No.
N/A NLA

NB: Malerials in G5! Sections 2-10 coniribute fo this cradi,

COC Cartificate No, to coma from the manufacturer if the produc! is FSC trademarked for this submittal. No. io come
trom the supplier / vendpr if the product Is not tabricated in & FRC certified plant

CERTIFIED BY[Manufa/Ct; rerl:, - /
Print Name : /40/42( /%//%" ] //
Signature 2 z
Title : e L & / ]

Date s /9// /Ll/r_z} [

7\/&-
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GREEN BUILDING MATERIAL LEED DATA FORM

Project: Zuellig Building
Architect: W. V. Coscolluela

Product:

CSl Specification
i 07110 - Epoxy Tank Lining Carboguard 703

Section:
Supplier/Sub-

erformance Floors Inc, StonCor Gro
contractor: i g L Manufacturer: e
Contact: Raonaid Satuile Contact:
Tel. No.: 632-664-4706 Tel. No.: 971 4 3470460
Fax No.: 632-866-1036 Fax No.: 971 4 3470242

WwWW. hpfi@yahoo.com www.

EQ ¢4 — LOW-EMITTING MATERIALS

The product is one of the following and used on the interior of the building (inside the
weatherproofing system).
Tick the appropriate box and provide the required information.

[ Adhesive and Sealants - “'VOC content g/Li
)~ | Paints and Coatings — VOC content g/L 19 g/t
| | Carpet Systems
Backing Tape
CRI Identification No.
Composite wood and Agrifiber product
No Urea-formaldehyde resins
19 Binder Type
NB: Refer to LEED Specifications for allowable VOC limits for each product.
Technical Data from the manufacturer must be attached. Materials in all CSI sections can contribute
to this credit including MEPF.

[=

Print Name
i

2 AN
Title: it mﬁmlﬂluawr

Date: December 21, 2010

Cost Certification

Total Installed Material Cost
(Less Labor and E

CERTIFIED BY (Contractor):
Print Name:

Title:
Date:

Page 3 of 5
Green Building Material LEED Data Form
Form developed by Davis Langdon and Seah Phils. Inc.
LCPUIAQ-GrB; Rev. 1; 24.02.10
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HIGH PERFORMANCE FLOORS, INC.
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HIGH PERFORMANCE FLOORS, INC.



http://www.hpfi.com.ph/

i

HIGH PERFORMANCE FLOORS, INC.

THE FLOORING SPECIALIST

Application of Angle Fillet (Ronafix Mix Al) at Genset Area
(Genset pads)
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HIGH PERFORMANCE FLOORS, INC.

THE FLOORING SPECIALIST

Application of Angle Fillet (Ronafix Mix Al) at Genset Area
(Genset pads)

121272010 14:08

12/12/2010 14:06 ﬁ
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HIGH PERFORMANCE FLOORS, INC.

THE FLOORING SPECIALIST

Application of Monoprufe WP ftcoat)

12/12/2010 14:47
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HIGH PERFORMANCE FLOORS, INC.

THE FLOORING SPECIALIST

Application of Monoprufe WP (1st coat)
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HIGH PERFORMANCE FLOORS, INC.

THE FLOORING SPECIALIST

Done applying stcoat (Monoprufe WP)

12/12/2070 152
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HIGH PERFORMANCE FLOORS, INC.

THE FLOORING SPECIALIST

Genset Pads with our 2 coats (Monoprufe WP) and a screed or
top of it

ON06/2015 1116505
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HIGH PERFORMANCE FLOORS, INC.

THE FLOORING SPECIALIST

Genset Pads with our 2 coats (Monoprufe WP) and a screed or
top of it

Oi/06/2011 16105
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